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© Compact new design approximately 1/3 the size of TMAZTZ
vertical Limit Switches.

© Structure enables the terminal section to be fully opened for
easy wiring.

© Degree of protection: IP65
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TZ -8 i Limit Switch

INIAIR YU Appearance and Dimension

TZ2-8104

* OGRS BRI Optional metal roller

TZ-8107

TZ-8111

RURE{E Ratings ¥5M Characteristics
JEBRAMRAE BRI AR, BIERE 5mm Z 0.5m/sec
Noninductive Load (A) Inductive Load (A) Operation speed 5mm-0.5m/sec
- e &5 30R/ 5
gmkz‘EEﬁ‘,E EBRAME A E, YTRRAE R AR, =Sy A= Operating frquency | Electical: 30 operations/minute
Rated voltage Resistance Load Lamp Load Inductive Load Motor Load %F:EBBE 25mal( *D% )
Contact resistance 25m Q max. (initial value)
NC NO NC NO NC NO NC NO
#3453 EBRH 100MQ B (7 500VDC AR )
125VAC 5 5 15 0.7 3 3 2 1 Insulation resistance 1<)O\m Q T‘Lﬂ (0} 500vDC) .
250VAC 5 5 1 05 3 3 15 | 08 IR STIHE 1,000VAC, 50/60Hz £54E 1 5340
1000VAC, 50/60 Hz for 1 minute between terminals of the same polarity
G NI - A I T T O MBS BERASTEEBMBIFE 1500VAC, 50/60Hz K552 1 5347
14VDC 5 5 3 3 4 4 3 3 D\e\ertmciren h 1500VAC, 50/60 Hz for 1 minute between current-carrying and non-
30VDC 5 5 3 3 4 4 3 3 wiectric streng current-carrying metal parts
125vDC | 04 | 04 I A2 B 1,500VAC, 50/60Hz K547 1 9340
1500VAC, 50/60 Hz for 1 minute between each terminal and ground
2sovDC | 02 | 02 ——
— y&ﬁb 10 Z 50Hz, 1.5mm SV3RIG 10-55Hz, 1.5mm double amplitude
RN N.C:26A T, NO:12A T Vbraton
fnrush NC: below 244, NO: below 12A HUBAMIA :1,000m/Sec’ £9 100" S)
Current piiki) IREHVEMI/A :300m/Sec( £ 30G” S)
Shock Mechanical durable: 1, 000m/Sec’ {about 100G” S)
Malfunction: 300m/Sec? (about 30G” S)
M1, SBRMEREZIDERRE 04 LLE (AC), BB 7msec LI (00 BERE O 5 | R ok Wik
2. (TBRABE RGOSR 10 8, DEABZ IASTIIERSEAZ 618, _Anbenttemperaure | ErA0Y ~10-+65°C (PRSI Wit no cind)
3. HRMBRIR, RIFANEEEEAMEENAIRERES K /3 DA, B Humdity 95%RH LT <95% R
NOTE: 1. Inductive load has a power factor of 0.4 min.(AC) and a time constant of 7 msec.max.(DC) &E;E Weight é’\] 130 & 1909 About 130 to 190g
2. Lamp load has aninrush current of 10 times the steady-state current while motor load EE)E\.%‘D% o
has an inrush current of 6 times the steady-state current Electrical life 500000 R £ Above 500000
3. Product with spring, its usable range of operating part is within one third of the whole 1%1?'1@%

spring length from the front end of spring

SHYERSIE Operating Characteristics

Degree of protection

IP65

TZ-8166

SHESSIE IS Model TZ2-8104 TZ2-8107 TZ2-8108 TZ-8111 T2-8112 TZ-8122 TZ-8166 T2-8167 TZ-8168 TZ2-8169
Sh{ED OF &K Max) 5.88N 5.88N 7.84N 9.8N 9.8N 9.8N 0.88N 0.88N 0.88N 0.88N
OEN RF &/J\ (Min) 0.49N 0.69N 0.49N 2.94N 2.94N 2.94N — — — —
FTIE PT B K (Max) 20° 20° 20° 1.5mm 1.5mm 1.5mm 30mm 30mm 30mm 30mm
41718 OT F/J\ (Min) 75° 75° 75° 4mm 4mm 4mm — — — —
NEBSE MD £gK (Max) 10° 10° 10° 1.2mm 1.2mm 1.2mm — - —_— —_
=712 TT F/J\ (Min) 95° 95° 95° 5.5mm 5.5mm 55mm — — — —
IERIE | OP - - — 26-+0.8mm 37-+0.8mm - — — —

1, TZ8107 BIRHERIERIBICER 30mm Y8YE
2, 128108 BYEHIFRAIERIZMTIKEXA R30 BEYE

TZ-8168
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* GRS BRI Optional metal roller
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