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¥&1IF Features

© TM —fREVERHTTRNEER T2-6 FIRXP. ENRHT SHBSE
NEmmE.

© HPIREY X BT RAEER T2-6 TR ZAIIMEN S DCRS,

o RIPERTG, ABTANKFHEER. 2TEH. THES
BFRES CEARE.

© SEERSFR YR M20 % 1.5

© TM General-purpose Basic Switches are built into TZ-6 Switches. They
provided high durability and high breaking capacity.

© X Basic Switches with magnetic blowout are built into TZ-6 Switches. DC
models have also been added to the series.

© Terminals face the front when the cover is removed for easy connection.
Switches with ground terminals have CE marking.

© M20x1.5 cable gland that can be equipped
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BNRE{H Ratings #5M Characteristics
JFEBRRMETAE, EBRAME AR BHIPEEEN Degree of protection IP65
Ay e Noninductive Load (A) Inductive Load (A)
S | TR Temprag | 0Ran | DRMAR | SPNAR  smam FEZEZEAY, 0.01mm/s~0.5m/s
Model |Rated voltage| poicrceond | Lampload | Inductive load | Motor Load ETRIRER Almdskoperaingspesd EERFZAY, 0.0mm/s~0.5m/s
NC [ NO [ NC [ NO [ NC [ NO [ NC [ NO  “mrmmms
AC125V 15 3 15 15 5 2.5 Allowable operating| BB, Electical 20 0R 1 3%
AC250V 15 25 | 124 15 3 |15 Trequencl
TZ-[]| AC480V 10 15 | 075 6 15 | 075 BRTESMER Rated frequency 50/60Hz
DC125v 0.5 0.5 0.05 0.05 #5845 E8RA Insulation resistance 100MQ LT (DC500V By )
DC250V 0.25 0.25 0.03 0.03 $EA0EBRR Contact resistance 15MQ [T (20580 )
DC8V 10 5 15 10 10 5
DC14Y 10 3 15 10 10 5 M2 EH S Terminal temperature rise 50CAT
TX-[1| DC30v 10 3 | 15| 10| 10| 5 - AR AC1,000V, 50/60Hz, 14340
=l 52
DC125V 10 3 15 7.5 6 2 Insulation BEEETSHLCE AC2,000V, 50/60Hz, 1434
DC250V 3 15 | 0.75 2 1.5 2 trength N
o Bl FSREEREBIE|AC2000V, 50/60Hz, 1434
SRR NC 30A BAF (under) M 4&5) o= : - N ==
Surge current NO 15A AR (under) Vibration IRTDYE Misoperation 10~55Hz,1.5mm JXIRIS
ST 1. AEMESTAESR M *3 853K Misoperation 1,000m/s? AR
S SIETHEIIH 0.4 . A s IR, p— ‘ .

4. FRBEENAE, FEHE 6 BIREEAAR.

NOTES: 1. The above figures are for standard currents.

2. Inductive loads have a power factor of 0.4 min.(AC) and a time constant of 7 ms max.

(DC).
3. Lamp load has an inrush current of 10 timesthe steadystate current
4. Motor load has an inrush current of 6 times thesteady-state current

{BRAWMERE Ambient Temp

-10°C ~+80°C ( Fp45iK )

{BRAMEIEE Ambient humidity

—RRAY. 35%~85%RH
B RY, 35%~95%RH

B8 Weight

# 260~280g

B35, 50y Electrical life

500000 YR _|= Above 500000

* YT 165, FF—ARELY P60

SHERFME Operating Characteristics
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S\IADR U Appearance and Dimension
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SHERSME RIS Model TZ-6001 TZ-6002 TZ-6003 TZ-6004 TZ-6101 TZ-6102 TZ-6103 TZ-6104 TZ-6143
oHEN OF &K (Max) 2.45~3.43N | 2.45~3.43N | 2.45~3.43N | 559N AR 7.85N 4.90N 4.90N 6.28N 6.28N
==al RF g/)\ (Min) 112N 112N 1.12N 167N 2.35N 0.98N 0.98N 2.26N 2.26N
FTiE PT 8K (Max) 0.4mm 0.5mm 0.5mm 4mm 2mm 1mm imm 5mm 5mm
194718 OT gg/J\ (Min) 5.5mm 3.6mm 3.6mm 6mm 5mm 3.5mm 3.5mm 6mm 6mm
NERE MD gz K (Max) 0.05mm 0.05mm 0.05mm 0.47mm 0.1mm 0.12mm 0.12mm 0.4mm 0.4mm
HENE OoP 382+08mm | 49.7+1mm | 49.7+1mm — 458+ 1mm | 49.7+0.8mm | 49.7 +£0.8mm — —
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